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OSBURN 1600 WATERBOOSTER  
INSTALLATION SHEET 

Tested Average Water Heating 
Output Power:1.1kW 

 

This Water Booster is suitable 
for left hand or right hand  
installation. 

WATER 
INLET 

WATER 
OUTLET 

Water booster tube outlet and inlet holes are provided and covered in the back wall of 
the firebox. Installation steps on page 2 and 3. 

All plumbing work must meet the requirements of local plumbing standards. Pipe 
connections are 1” BSP and the pipe positions are illustrated on the specific In-
stallation Specification Sheets. Plumbing and installation must be in accordance  
with AS3500.4.1 or NZS 4603, and comply with NZ Building Code clause G12. 

For effective circulation, the pipes from the wood fire should rise at the rate of one in 
five toward the storage cylinder, and ideally, the cylinder should be within three me-
ters of the wood fire.  

    THERE MUST BE NO NON-RETURN OR SHUT-OFF VALVES IN THE PIPES 
BETWEEN THE WOODFIRE AND THE STORAGE CYLINDER. 

    A WOODFIRE FITTED WITH A WATER HEATING BOOSTER MUST NOT BE 
FIRED UNLESS IT IS CONNECTED TO A VENTED STORAGE CYLINDER FILLED 
WITH WATER FREE TO CIRCULATE. 
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FITTING OF WATER BOOSTER 

1. Establish on which side of the appliance the water booster is to be fitted. 

2. Reconfigure the brick layout. 

Brick Layout Osburn 1600 Dry Brick Layout Osburn 1600  
with Water Booster 

3. Fit Baffle Deflector (Fig4) with the 
M6 bolts. ((all supplied with the 
pack) as shown in Fig 5. 

Remove brick 

Reposition  
brick 

Fig 2 

Fig 3 

Fig 4 Fig 5 

4. Remove the rear panel assembly (Fig 6) and remove the appropriate knock out 
plugs from the panel (Fig 7). 

Fig 6 
Fig 7 
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Water Booster 

8. Replace the existing compliance plate with the new compliance plate supplied in the 
pack. The compliance plate is riveted on the back of the burner. 
•Using a suitable drill, remove the rivet that attaches the compliance plate to the rear 
panel. 
•Note the serial no on the old compliance plate  and copy it on the new compliance 
plate. 
•After removing the old plate , if the hole is intact, use the same hole riveting the new 
compliance plate. If require, make a ø4.5 mm hole to suit the rivet provided. 
•Ensure the new plate is firmly fitted to the rear panel. 

5. Remove the appropriate 
plate which covers the 
holes in the fire box. It is 
secured with 4 screws. 
Set the plate aside and  
refit the screws into the 
threaded holes in the fire 
box. 
 

7. Refit the Rear Panel. 

6. Fit water Booster. Ensure nuts are tight. 

Fig 8 

Fig 9 

Plate 

Screws 
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9. Remove handle from air slide control rod, and remove air control panel marked 
“D” (Fig 10) and replace with the new air control panel marked “W” (supplied with the 
pack) (Fig 11). 
Refit handle. 

10. Connect water booster to the hot water system. 

Manufactured in New Zealand by: 
GLEN DIMPLEX NEW ZEALAND LIMITED 

P.O. Box 58473, Botany 

MANUKAU 2163 

Ph:  0800 666 2824 

Fax: 09274 8472 

Email: sales@glendimplex.co.nz 

Web:  www.glendimplex.co.nz 

Fig 10 Fig 11 


