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OSBURN 1600
FREESTANDING LOW EMISSION WOOD FIRES
A unique design, inspired by the harshest Canadian winters, our clean-burning Osburn 
1600 wood fire provides the ultimate in heat retention. The Osburn will provide lasting 
warmth for large homes and features a built-in ash pan that makes cleaning up quick 
and easy. The ability to add a water booster also gives an option of heating a hot water 
cylinder using your fireplace.



Environmentally friendly and inspired by the Canadian winter, the clean-
burning wood fire provides the ultimate heat retention to meet the heating 
needs in harsh winter areas.

	  NES, ECan^ and ORC Airshed 1 clean air approved
	  Heavy steel construction with 8mm flat radiant cook top
 	 �Built-in ash pan within pedestal for easy cleaning
	  �Extended burn time*
	  �Easy installation with ash only floor protection require
	  �Optional 2.2 kW Water booster kit available

Clearance Specifications
Minimum distance to heat sensitive materials (mm) when a Masport double skin flue shield is fitted as per Masport specifications.

Model

Space 
Heat  
Output 

Type of 
Flue 
Shield

Type of 
Floor  
Protector A B C D E F G H I J K L M N R W

Osburn 1600 Dry LRG MDS AFP 100 360 300 81 150 300 678 483 496 796 1003 1385 1156 701 684 635

Flue Shields

MDS �Masport Double Skin Flue Shield 1200mm long

Floor Protectors

AFP �Ash Floor Protector

Masport Steel Floor Protectors
Parallel - 998903
Corner - 998904 

Glen Dimplex New Zealand Ltd  PO Box 58473, Botany, Auckland 
Glen Dimplex New Zealand Ltd’s policy is one of continuous development. We reserve the right to change size and specifications without notice. 
For the latest product information and warranty details please refer to www.masportheating.co.nz. Please refer to the installation and operation 
instructions before having your Masport Wood Fire installed. A full set of these instructions is supplied with each fire. 

masportheating.co.nz

Finish Metallic Black VHT

Space Heat Output** Suitable for large homes (4+ bedrooms) 

Dimensions w x d x h 635 x 677 x 743 mm

OSBURN 1600
FREESTANDING LOW EMISSION WOOD FIRES

^�Installations limited to specific regions in Canterbury
*�Extended burn time: Is achievable, when using a mixture of pine and hardwood. Burn period may vary due to factors such 

as moisture, density of fuel, environmental factors and how the unit is operated.

ASH PAN

BASE  
OPTION

Fire Only 983900

Flue Only GDFLU012M

Fire & Flue Pack OSBURNDRYPACK

OPTIONAL 
EXTRAS    

Part Code 983093 
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* Refer to the specification sheet for full details of the clearance distances and heat capacity and output.
**Space Heat Output is only a guide based on homes with average insulation, window area, and 2.4m ceiling heights. Differences 
in these factors, as well as others like, geographical location, layout of the house, living room size, type of windows all play a part 
in choosing the right model for your heating needs. Consult your dealer or installation contractor for more information.


