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AUBURN
The Auburn Inbuilts comprise of two sizes and are designed and 
made in Australia from the ground up, with the same principles 
synonomous with the Masport Heating brand. The single air control 
system allows for a steady stream of oxygen into the fire while 
keeping the glass clean, the integrated 3 speed remote controlled 
fan assists in pushing heat throughout the home.



	  Full glass door with a jet black border
	  Durable ceramic bricks for heat retention
	  For built-in (timber cavity) applications only
	  6mm steel firebox

* Refer to the specification sheet for full details of the clearance distances and heat capacity and output.
**Space Heat Output is only a guide based on homes with average insulation, window area, and 2.4m ceiling heights. Differences 
in these factors, as well as others like, geographical location, layout of the house, living room size, type of windows all play a part 
in choosing the right model for your heating needs. Consult your dealer or installation contractor for more information.
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Glen Dimplex Australia Ltd 
Glen Dimplex Australia Ltd’s policy is one of continuous development. We reserve the right to change size and specifications without notice. For the latest 
product information and warranty details please refer to www.masportheating.com.au. Please refer to the installation and operation instructions before 
having your Masport Wood Fire installed. A full set of these instructions is supplied with each fire. 
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Finish Metallic black with glass door finish

Max Average Output Auburn 5: 8.9kW    
Auburn 8: 10.3kW

Space Heat Output** Auburn 5: Suitable for medium-large homes 
(3-4 bedrooms)
Auburn 8: Suitable for large homes 
(4+ bedrooms)

Efficiency Percentage Auburn 5: 62%    
Auburn 8: 61%

Heating Capacity Auburn 5: 150 - 190m2

Auburn 8: 190 - 220m2

Emissions Auburn 5: 1.0g/kg

Auburn 8: 0.8g/kg

AUBURN

BASE OPTIONS Masonry Istallation  
Full glass door with a jet black border

Clearance 
Specifications

Model A B C D

MA5IN 822 916 300 300

MA8IN 922 1166 500 300

Model A B C D E F G

MA5IN 100 150 40 40 600 300 1240

MA8IN 30 100 40 40 600 300 1190

Masonry Installation

Zero Clearance Installation
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Dimensions w x d x h
Auburn 5: 772 x 534 x 616 mm

Auburn 8: 872 x 553 x 666 mm

Maximum log Width Auburn 5: 300mm

Auburn 8: 350mm


